
DIMENSION DRAWINGS 

Pressure reducer type R110 with filter

PRESSURE REDUCER WITH FILTER
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I=115-(ver.A004;  A011)
I=160-(ver.A005; A007; A009; A012; A014)
I=205-(ver.A006; A008; A010; A013; A015)
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* versions with longer realization time 

 In the order please specify: name and type of reducer, version’s No. and special requirements.

AIR TERMINALS:
The connectors with thread 1/4” StB and parts for connect copper or polyethylene pipe f6mm are delivered with reducer. 

ORDERING METHOD

R110 Pressure reducer with filter

VERSIONCODE1

R110     -     A005 EXAMPLE TYPING OF REDUCER 

- without manometers
- with 1 manometer 

with 1 manometer

with 1 manometer

with 1 manometer

with 1 manometer

f40 (on output)
- with 2 manometers f40
-  f50 (on output)
- with 2 manometers f50 
-  f50 in stainless steel housing (on output)
- with 2 manometers f50 in stainless steel housing

- stainless steel version without manometers
- stainless steel version z  f40 in stainless steel housing (on output)
- stainless steel version with 2 manometers f40 in stainless steel housing 
- stainless steel version  f50 in stainless steel housing  (on output)

A004
A005
A006
A007*
A008*
A009*
A010*

A011*
A012*
A013*
A014*

The right of introducing design changes in the product, without deteriorating of its operation parameters, is reserved.

The housing 
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reductor material
 - stainless steel 

1H18N9T

VI/ 5


